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leaf trapper
trimline

The Trimline Leaf Trapper incorporates 
a high quality and durable bag filter that 
enables high volume leaf & debris capture. 
The lid is clear for quick visual inspection of 
the Leaf Trapper’s filter bag.

The Trimline Leaf Trapper is ideal for 
installation in areas of high leaf & debris 
collection prior to a pool’s finer filtration 
system. It is compact & economical, perfect 
for negative edge pools and in floor cleaning 
systems.

•	 Leaf	trapper	or	coarse	pre-filter
•	 Large	filter	bag
•	 One	piece	mould	construction
•	 Able	to	withstand	up	to	350kPa	(50	psi)
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OFFICES - AUSTRALIA
NSW - Sydney (Head Office)
Tel: +61 2 9898 8600

QLD - Brisbane
Tel: +61 7 3299 9900

VIC/TAS - Melbourne
Tel: +61 3 9764 1211

WA - Perth
Tel: +61 8 9273 1900

SA/NT - Adelaide
Tel: +61 8 8244 6000

ACT Distribution
Tel: +61 2 6280 6476  

OFFICES - OVERSEAS
Waterco (Europe) Limited
Sittingbourne, Kent. UK
Tel: +44 (0) 1795 521 733

Waterco (USA) Inc 
Augusta, Georgia, USA
Tel: +1 706 793 7291

Waterco Canada
Longueuil, Quebec, Canada
Tel: +1 450 748 1421

Waterco (NZ) Limited
Auckland, New Zealand
Tel: +64 9 525 7570  

Waterco (C) Limited
Guangzhou, China
Tel: +86 20 3222 2180  

Waterco (Far East) Sdn Bhd
Selangor, Malaysia
Tel: +60 3 6145 6000  

PT Waterco Indonesia
Jakarta, Indonesia
Tel: +62 21 4585 1481

Waterco Singapore Intl Pte Ltd
Nehsons Building, Singapore
Tel: +65 6344 2378

Waterco France
SAINT PRIEST, France.
Tel: +33 4 72 79 33 30

LEAF TRAPPER SPECIFICATIONS
Max Flow Rate 340lpm 90gpm
Required clearance for servicing 530mm 20.9”
Maximum pressure 350kPa 50psi
Maximum temperature 40oC 100oF

FILTER BAG PRODUCT CODE
36519265 Manufactured with Nylon 800 microns

Note: Bag Filter is not 
supplied with Trimline 
Leaf Trapper.

Leaf Trapper

Leaf Trapper Filter Bag

Leaf Trapper (Typical) Installation

Trimline Leaf Trapper Specification Dimension (mm)

The Leaf Trapper housings are constructed from high 
impact polypropylene and a clear polycarbonate lid provide 
a strong and durable filter. The design of the ergonomic 
screw	down	 lid	enables	simple	hand	operation	and	quick	
filter cleaning or replacement.

Its large filter bag is made of high strength and durable 
nylon,	plus	 it’s	easy	 to	clean.	The	800	micron	bag	allows	
a	 full	 flow	 of	 water	 with	 minimal	 resistance,	 and	 it	 has	 a	
holding	capacity	is	approximately	four-times	the	usual	leaf	
and debris holding capacity of a standard pool skimmer leaf 
basket.

278.5 

402 

Ø263 

61
8 

71
 

66
3 

Support 
Cage Ring

High Impact 
Polypropylene 
Housing

Air Release Valve

40/50mm
Half Union

Pressure Gauge

278.5 

402 

Ø263 

61
8 

71
 

66
3 

Support Cage

Stable 
Mounting 
Feet

Filter Bag

Clear Ergonomic Lid

Filter Bag 
Locking 
Mechanism

Trimline support cage’s 
locking mechanism 
ensures that the filter bag 
is firmly held in place.

Cage Ring

Bag Cage

Filter Tank

Filter Bag
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20FILTER BAG SPECIFICATIONS

Surface Area 0.17m2 1.85ft2

Diameter 178mm 7”
Length 419mm 16.5”

Warranty

Please refer to Waterco’s warranty terms and conditions

Trimline Leaf Trapper 5	years	(conditional)
Filter Tank 5	Years	Plus	5	Years	Pro	Rata
Other	components 1	Year
Labour 1	Year
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